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§585.1 Scope.

This part establishes requirements
for manufacturers of passenger cars
and trucks, buses, and multipurpose
passenger vehicles with a GVWR of
3,855 kg (8500 Ib) or less and an un-
loaded vehicle weight of 2,495 kg (5500
Ib) or less to submit reports, and main-
tain records related to the reports, con-
cerning the number and identification
of such vehicles that are certified as
complying with the advanced air bag
requirements of Standard No. 208, “Oc-
cupant crash protection” (49 CFR
571.208).

§585.2 Purpose.

The purpose of these reporting re-
quirements is to aid the National High-
way Traffic Safety Administration in
determining whether a manufacturer
has complied with the advanced air bag
requirements of Standard No. 208 dur-
ing the phase-ins of those require-
ments.

§585.3 Applicability.

This part applies to manufacturers of
passenger cars and trucks, buses, and
multipurpose passenger vehicles with a
GVWR of 3,855 kg (8500 Ib) or less and
an unloaded vehicle weight of 2,495 kg
(5500 Ib) or less. However, this part does
not apply to any manufacturers whose
production consists exclusively of
walk-in vans, vehicles designed to be
sold exclusively to the U.S. Postal
Service, vehicles manufactured in two
or more stages, and vehicles that are
altered after previously having been

§585.4

certified in accordance with part 567 of
this chapter. In addition, this part does
not apply to manufacturers whose
worldwide production of motor vehicles
is less than 5000 vehicles in a produc-
tion year.

§585.4 Definitions.

(@) All terms defined in 49 U.S.C.
30102 are used in accordance with their
statutory meaning.

(b) The terms bus, gross vehicle weight
rating or GVWR, multipurpose passenger
vehicle, passenger car, and truck are used
as defined in section 571.3 of this chap-
ter.

(c) For the purposes of this part, vehi-
cles means passenger cars and trucks,
buses, and multipurpose passenger ve-
hicles with a GVWR of 3,855 kg (8500 Ib)
or less and an unloaded vehicle weight
of 2,495 kg (5500 Ib) or less manufac-
tured for sale in the United States by
manufacturers whose worldwide pro-
duction of motor vehicles is equal to or
greater than 5000 vehicles in a produc-
tion year, and does not mean walk-in
vans, vehicles designed to be sold ex-
clusively to the U.S. Postal Service,
vehicles manufactured in two or more
stages, and vehicles that are altered
after previously having been certified
in accordance with part 567 of this
chapter.

(d) Phase one of the advanced air bag
requirements of Standard No. 208 refers
to the requirements set forth in S14.1,
S14.2, Sl14.5.1(a), S14.5.2, S15.1, S15.2,
S17, S19, S21, S23, and S25 of Federal
Motor Vehicle Safety Standard No. 208,
49 CFR 571.208.

(e) Phase two of the advanced air bag
requirements of Standard No. 208 refers
to the requirements set forth in S14.3,
S14.4, S14.5.1(b), S14.5.2, S15.1, S15.2,
S17, S19, S21, S23, and S25 of Federal
Motor Vehicle Safety Standard No. 208,
49 CFR 571.208.

(f) Production year means the 12-
month period between September 1 of
one year and August 31 of the following
year, inclusive.

(g) Limited line manufacturer for phase
one, means a manufacturer that sells
three or fewer carlines, as that term is
defined in 49 CFR 583.4, in the United
States during a production year; and
for phase two, a manufacturer that
sells two or fewer carlines, as that
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